_ Ultra Long Life
A Azimuth 6V 260Ah
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~ Products Inc. BULL62631,_
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Ultra Long Life Battery 6V 260Ah

Battery Type

Nominal Capacity (25°C/77°F)
Nominal Voltage

Max Charge Current

Max Charge Voltage

Max Discharge Current (25°C/77°F)
Internal Resistance (25°C/77°F)
Depth of Discharge

Operational Temperature

Self Discharge (25°C/77°F)

Life Cycle

Si0, Composite Electrolyte Battery
260 Ah (1560 Wh) @ 20 Hour

BV

65A

7.4V

1800 A(5S)

<2.0mQ

100% DOD

-40°C to 65°C (-40°F to 149°F)

< 1.6% per Month

3400 Cycles at 40% DOD; 1500 Cycles at 80% DOD; 620 Cycles at 100% DOD

Dimensions 26 x18 x27.8 cm (10.23 x 7.08 x 10.94")
Weight 33 kg (72.69 Ibs)
Manufacturer Soneil International Ltd.
Warranty 2 Years Workmanship
c € m pr Pb
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CONSTANT CURRENT DISCHARGE CHARACTERISTICS UNITS AMPERES (25°C/77°F)

Time (Minutes)

f:: ::::‘?3; 5 15 30 45 60 120 180 240 300 360 480 600 720 1200 1440
1.6 880.7 466.08 28162 20531 165.36 94.74 68.81 53.96 46.03 39.12 29.83 24.83 20.84 13.57 11.08
1.67 818.5 45082 277.44 203.9 165.07 94.34 67.56 53.69 45 36 38.84 29.79 2455 20.81 13.53 11.04
1.7 810.14 4439 27466 201.15 163.7 93.5 67.14 53.41 44 67 38.43 29.69 24.55 20.74 13.48 11.03
1.75 74218 42998 27192 19978 160.92 91.7 66.86 8273 44 25 38.15 29.55 24.28 20.64 13.43 11.02
1.8 665.86 40224 26078 19421 156,76 90.31 66.59 52.58 437 3T.73 29.41 24 20.53 12.97 10.99
1.83 636.48 368.02 256.66 187.3 149.83 89.48 63.95 50.36 4273 36.35 28.79 23.03 19.7 12.83 10.85
1.85 596.45 357.88 240 180.35 14566 85.87 62.29 49.66 41.62 35.14 28.44 2275 19.42 12.69 10.75
DISCHARGE DATA WITH CONSTANT POWER UNITS: WATTS PER CELL (25°C/77°F)
Time (Minutes)
'::': ::::?3;’ 15 30 45 60 120 180 240 300 360 480 600 720 1200 1440
16 147167 818.39 527.1 38422 308.09 178.84 130.8 103.62 87.53 75.18 57.98 48 40.36 26.91 22.06
1.67 140095 805.9 505.78 38145 308.06 17894 12914 103.48 87.53 75.04 57.98 47.85 40.36 26.91 22.08
By 139262 800.35 504.6 381.45 30653 177.55 12839 103.1 86.14 74.49 57.56 47 .44 39.95 26.77 22.05
1.75 129692 79063 50329 38145 30516 176.16 127.02 10292 85.86 73.93 57.29 47.12 39.95 268.77 21.92
1.8 1190.14 75041 49519 37451 303.78 176.16 12532 10265 85.31 73.93 57.15 46.88 39.95 26.08 21.91
1.83 1148.51 689.38 491.03 36342 29129 17477 123.27 99.18 84.33 71.57 ST A5 455 39.25 25.8 2178
1.85 1063.89 674.12 45635 34957 28297 170.61 121.37 97.93 81.98 70.19 54.93 45.08 38.56 25,52 21.64
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TEMPERATURE AND DISCHARGE CAPACITY FLOAT SERVICE LIFE CURVE GRAPH
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CYCLE LIFE GRAPH (25°C/77°F) CHARGE CHARACTERISTICS (25°C/77°F)
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